Fasten to top of
temporary concrete
barrier with M12 (\/5) bolt

W21-4(0)-48
SPEED W4-2L(0)-48 W20-5L(0)-48 or
LIMIT Yellow reflectorized
55 pavement marking W1-6R(0)-7236
) See DETAIL A tape (above barricade)
R2-1-4860 WORK ZONE
— SPEED LIMIT W20m1(0)-48
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For
contract G20-1103(0)-3660 R2-1-4860 GENERAL NOTES
construction WORK This Standard is used where at any time,
projects ZONE any vehicle, equipment, workers or their
_ _ activities require the closure of two
W20-1(0)-48 W20-5R(0)-48 W4-2R(0)-48 W1-4L(0)-48 G20-1102(0)-48 adjacent lanes and a temporary crossover
is provided by making use of one lane of
MPH W1-4R(0)-48 pavement normally used by opposing flow
For W13-1(0)-2424 When T > of traffic and concrete barrier is used
maintenance 300 m (1000 to separate the opposing traffic.
o oY Median signs, except Wi-4R(0)-48, shal
L = lane width X taper ratio be omitted when median is less than 3 m
W21-4(0)-48 (10 ft.) wide.
Normal Posted Speed Taper Ratio
km/h mph Median arrowboards shall be omitted when
110 65 65/1 median is less than 6 m (20 ft.) wide, and
100 60 60/1 one arrowboard shall be placed in the
30 55 55/1 closed lane behind the taper drums.
80 45 451 * All drums and vertical panels shall be at
15 m (50 ft.) centers. Where the tangent
SYMBOLS distance T on the temporary runaround
exceeds 180 m (600 ft.) clear delineators at
15 m (50 f+t.) centers may be substituted
Arrow board for the vertical panels, or spacing between
vertical panels may be increased to 30 m
V4 Work area (100 ft.) within the limits of the tangent.
. All dimensions are in millimeters (inches)
|= Sign on portable or permanent support Unless ofherwise shown.
«O Drum with steady burning monodirectional light
S ) DATE REVISIONS LANE CLOSURE MULTILANE DIV.
@ Illinois Department of Transportation Vertical Panel (back to back) 10-1-02 Revise.d General Notes WITH CROSSOVER AND BARRIER
APPROVED Sciober T 2000 || g g Type I barricade with flashing lights ond minor errors. FOR SPEEDS > 45 MPH
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